
Vapour laden air is diluted, displaced 
and replaced with clean, tempered 
and filtered air, eliminating or 
reducing surface condensation, 
which causes mould growth.

Superior long life filter - 5 years 

maintenance free
““

Loft Mounted Unit

Positive ventilation into a house 
via a unique, innovative diffuser

Air inlet from outside
(Inlet can be left or right handed,
to the side or rear of the unit)

Integral filter

Integral Comfort Pre 
Heater*

Air delivered to central hallway 
(delivery from unit can be left or right)

How It Works

The loft mounted unit takes maximum advantage of the 
benefits of solar gain from within the loft space – the 
natural accumulation of heat from the sun on bright 
days. Temperatures in the loft are on average 3°C higher 
than outside* and as the loft mounted unit draws fresh air 
from the loft and delivers it into the property, this results 
in a relative saving of around 150 Watts per day in an 
average family home - equating to significant savings 
in annual heating costs. 

Designed to run continuously, the loft mounted unit 
dilutes, displaces and replaces moisture-laden air 
with fresh filtered air, forcing contaminants out of the 
property through natural cracks and leakages. Indoor 
air quality is immediately improved, curing condensation 
and eliminating mould growth.

How It Works

The wall mounted unit is an energy efficient method of 
displacing stale, contaminated air and replacing it with 
fresh filtered air.

Designed to run continuously, fresh air is drawn in from 
outside through a filter on the unit and delivered into 
a central location in the property. This displaces the 
moisture-laden air, which lowers humidity levels, whilst 
forcing contaminants out of the property through natural 
cracks and leakages. Indoor air quality is immediately 
improved, curing condensation and eliminating mould 
growth. Whisper-quiet, the EnviroVent positive ventilation 
units operate with ultra low consumption and meagre 
running costs. 

Hours Run Meter

For monitoring of operational life and verification of usage, 
an integral Hours Run Meter is fitted.

 Fresh air drawn in through unit

 Airflow

 Contaminated air leaving property

Wall Mounted Unit

Double skin carcass for 
improved insulation

Also suitable for ceiling 
mounted installations

The wall mounted unit utilises the same 
ultra low watt motor technology, drawing 
fresh air into the home. This air then mixes 
with the warm air which accumulates at 
ceiling level and helps to re-distribute heat 
around the home.

* According to the Good Practice Guide 268.

energy

efficient

Integral Comfort Pre-Heater

The integral pre-heater* is designed to temper the incoming air 
during periods of low external temperatures to prevent the air 
falling below 100C. A sensor monitors incoming air and pulses 
the heater to ensure temperatures are held to pre-set minimums. 
Three independent safety cut-out devices shut down the 
heater in the event of fan failure. The heater facility is controlled 
independently from the fan by a conveniently positioned enable/
disable switch.
*Units are available without heater option

Solar 
Gain

 Fresh air drawn in through unit

 Airflow

 Contaminated air leaving property

Energy Efficiency
Powered by an Ultra Low Watt Brushless DC Motor, the EnviroVent  
positive ventilation units utilise the latest technology to ensure minimum 
energy consumption and long term trouble free life, achieving up to 80% 
more efficiency than a traditional AC fan. 

Warm air accumulates at ceiling level. This air can be up to 70C higher than 
the internal air at ground level. By introducing an almost imperceptible 
air supply into the dwelling, the EnviroVent positive ventilation units help 
to redistribute heat around the home and thus reduce space heating 
costs.

During the heating season significant energy is lost incurred by opening 
windows to reduce humidity and condensation. By installing an 
EnviroVent positive ventilation unit and providing fresh filtered air to the 
home humid air is displaced without opening windows and thus making 
significant savings to the occupier.

Lifecycle Costs
With 5 year ongoing maintenance free warranties and superior long 
life filters the units achieve the lowest life cycle costings. All repairs, 
maintenance and component replacement is carried out simply and 
quickly by exchanging the filters and consumable items. The worn 
out components are then taken back to the factory to be recycled 
thus reducing the impact on landfill and saving millions of pounds in 
replacement costs.

Health Benefits
With improved building features in our homes, such as cavity wall 
insulation, double glazing and draught proofing ‘natural ventilation’ 
is prohibited. Stale air is trapped causing streaming windows, which 
ultimately leads to musty smells, dampness and mould growth.

These mould spores are known allergens and become airborne at the 
slightest disturbance. The microscopic spores are then inhaled and 
can trigger respiratory problems such as asthma, dust allergies and 
hayfever.

The EnviroVent positive ventilation units draw fresh air into the dwelling 
from outside and filter it before being delivered into the property. 
Moisture-laden air is diluted, displaced and replaced with clean, tempered 
and filtered air. This eliminates or reduces surface condensation, which 
causes mould growth, providing a significant improvement in the health 
of asthma suffers and general indoor air quality.

Features

•   Superior long life filters
•   5 year guarantee
•   Ultra Low Watt DC motor technology
•   Optional twin spigot facility

Benefits

•   Reduces/eliminates surface condensation
•   Eliminates mould
•   Stops streaming windows
•   Removes musty odours
•   Improves air quality
•   Enhances heat distribution
•   Takes advantage of the benefits of solar gain
•   Benefits asthma sufferers
•   Expert fitting staff
•   Quiet operation
•   BBA Approved

The EnviroVent positive ventilation units  are  sophisticated whole home ventilation and condensation 
control units that are designed to gently ventilate the home from a central position on the landing 
in a house or the central hallway in a bungalow or apartment. Stagnant, stale atmospheres are 
transformed into healthy and condensation free environments, delivering an energy efficient solution 
to improving indoor air quality.

EnviroVent Positive Ventilation Systems
Whole House Positive Ventilation Systems 

DC
MOTOR

5Y
E

AR

 
GUA

R
A

NTEE

Mould spores are 
known allergens

*U
ni

ts
 a

re
 a

va
ila

b
le

 w
ith

ou
t 

he
at

er
 o

p
tio

n



470

37
2

10
0

500

Incoming air
temperature(oc)

Speed 
setting

Airflow 
(l/s)

Watts Sound
dBA@1m

<190C Trickle 11 5.7 25.8

Medium 15 6.7 29.9

Large 19 7.7 31.3

Boost 26 10.9 38.3

>190C Trickle 18 6.0

Medium 24 9.0

Large 30 12.0

Boost 36 16.0

Technical Specifications

Incoming air
temperature(oc)

Speed 
setting

Airflow 
(l/s)

Watts Sound
dBA@1m

<190C Trickle 24 4.1 21.9

Medium 36 6.2 26.3

Large 48 8.6 26.1

Boost 60 11.1 28.3

>190C Trickle 36 6.2

Medium 48 8.6

Large 60 11.1

Boost 72 14.0

Loft Mounted Unit Wall Mounted Unit

Performance Curves

Hall 
Vent 1

Bedroom
Vent 2

Optional twin spigot facility

380

185

Guarantee
The EnviroVent positive ventilation units are covered by 
a full five year warranty and are designed to provide a 
long and trouble free use over many more years. The 
unit will be set according to the size of the property 
and will operate continuously. There is no requirement 
for any maintenance within the five year period (apart 
from a filter exchange after 24-36 months with the wall 
mounted unit).

Filters
A synthetic fibre based filter mat to G4 standard is 
used on the EnviroVent loft mounted unit. G4 filters will 
remove a high proportion of airborne particles, such 
as pollens and are constructed from selected high 
performance non-breakable fibres in a progressive 
density multi-layering technique all in accordance with 
EN779 standard ratings. The filter conforms to all European 
Union and US fire classification standards (e.g. DIN 
53438-F1 and UL900-class 2) and is self-extinguishing. 
The EnviroVent wall mounted unit is fitted with an 
integral insect filter. 

Hours Run Meter
For monitoring of operational life and verification 
of usage, an integral Hours Run Meter is fitted. The 
Hours Run Meter retains its memory in the event of 
a power failure and restarts at existing reading when 
power is restored.  

Accreditation
The EnviroVent positive ventilation units are designed, built and tested
to the following standards:
 • BBA Certificate No:   03/4043
 • CE EMC Compliance:   EEC/89/336
   Low Voltage Directive:  IEC 72/73/EEC

Due to our policy of continuous innovation and improvement EnviroVent 
reserves the right to alter products specification and appearance without notice.
Iss-June09

Loft Mounted Unit Wall Mounted Unit

Dimensions (mm)
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EnviroVent Ltd
EnviroVent House
Hornbeam Business Park
Harrogate
HG2 8PA

Tel: 01423 810810
info@envirovent.com

www.envirovent.com

Leaders in the Manufacture of Innovative and Sustainable Ventilation

Lifetime Range®

Positive Ventilation Systems


	positive ventilation folder (side a)
	positive ventilation folder (side b)
	positive ventilation folder (spot UV)



